OMNIPOL as PRAHA
== ZAVODY JANA SVERMY n. p. PRAHA

M 4-III/13
M 6-III/8

INFORMATION -BULLETIN No, X 5

TO be recommended.

Sheet: No. 1.
Number of sheets: 1.

Object: Descreasing the radio—interference.

Reason: Radic interference in consequence of uncarefull assembly of
engine ignition system parts or unsufficient metal contact
between its parts.

It is recommended: For ensuring the smallest interference of the radio
operation we recommned at the ignition system assembly the
follwing:

1/ Ensure among all parts of the ignition system and the engine
the best and the cleanest metal contact. By this reason it
is necessary to clean carefuly, remove the grease and ensure
2 clean metal contact in a as great as pogsible surface all
contact surfaces of the touching parts cable harness,
connecting nuts of single screened cables and the connecting
crewsy screened distributor heads and the magneto bodiesg
ignition harness metal tubes, fittings and engine crankcase.

2/ All cable screening must not be damaged and must have a
faultless metal contact with the connection nut, as on the
sparking plug as on the magneto.

3/ Transition resistances, among the single contact parts and
between the generator and the engine mass must not exceed
the value of 100 (4S5t. Between the ignition booster coil and
the airframe it is necessary t¢ maintain a transition
resistance of max. 600,48 ,

4/ Ensure a faultless screening of the cut—off cable from the
Date: engine to the airframe including the whole electric instal-
lation being in connection with it.
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