OMNIPOL as PRAHA
<= ZAVODY JANA SVERMY n. p. PRAHA

M4-III/23

SERVICE BULLETIN No. w1/

It is necessary to carry out!

Sheet No. ]
Number 'of sheets: 2

Cor¢:rns: Exchange of cylinder heads of the M4-III and ¥6-IIT engines,
provided they have not cylinder heads of the new design.

Reazson: The State Avigtion Direciorate in considergtion of the crec—
king of the Minor 4~III and Minor 6-III engine cylinder heads
having oceured, restricts in {SSR the operation of these engines,
provided they sre fitted with cylinder heads of the original de-
sign /at the M4~IIT enzine up to the production No. 2484C, at
the K6~IIT engine up to the produstion No. 34405/ till the top
or complete revision, i,e. $ill attaining maximum 300 hours of
engine running since putting in operation or since the last top
revision or the cocmplete overhaul. The acrobgtic flights with
the aircraft powered by the Minor engine fitted with with cylin-
der heads of the original design are only allowed in the aerodro-
me space. Alrcraft Sow flights in view of increased ianger are
prohibited in {3SR.

Arrangement: A replacement of cylinder heads of the original design by
cylinder heads of the new design will be carried out. These
cylinder heads have been mounted on the engines since 1960
and they are noted for two vertical lugs below the inlet and
exhaust ports. To ensure a safe distinction of a cylinder
head of the original and new design, a sketch is enclosed.
Both designs are interchangeable and carry a common drawing-
-No. of the component 0780283, for those with fixed parts the
drawing No. being 0785942,

The arrangement has to be

carried out at the latest: To ensure the operation of the M4-III and M6
engines in the full extent, it is necessary to replace the
c¢ylinder heads of the orizinal design, at the latest +till
attaining 3CO0 hours of engine running since putting in opera~
tion or since the last top revision or the complete overhaul
of the engine, by the cylinder heads of the new design. At the
M4~-TIT engines t0 Dbexin with the production No. 2484C and at
the M6-III engines to begin with the production No., 34405 the
cylinder heads of the new design have been used.



At the engines of lower production Nos., than stated above
which underwent a complete owerhaul, a visual inspection is
to be made to see what cylinder heads have been mounted on
the engine. :

The arrangement will be carried out by the user. The replacement of cylin-
der heads is %o be carried out according to the Service Bul-
letin No. M4-IIT/20 and M6~-III/17 and respective documenta-
tion,

Expenses will be borne by: There will be no expenses, as the job is carried
out within the volume of the top revision or the complete
overhaul,

The required materials will be supplied by: For the engines the guaranteed
operation period of which has not yet elapsed, the cylinder
heads of the new design with fixed parts /drawing No.
0785942/ are delivered for replacement by the manufacturing
works free of charge, for those past this guarangeed period
they are delivered against a special order of the user.

Remarks We ask the users of the engine to let the manufacturing
works know $ill 30th September 1963 the requirements of cy—
linder heads for replacement, so that the production may be
in time ensured.

The Service Bulletin Fo. E4-III/20 and M6—III/17 is herewith
changed over to the Information Bulletin but the instructions
for the cylinder head replacement contained therein remain
forthwith in power.

Frgnc me.p. Ing. Borovansky me.De
Producer Customer’s Representative
Ing. Kodib m.p. Ing. Scherks m.p.
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M 4-I11/23
M 6-I1I1/21 i

Original design:

without reinforcing lugs below the induction
_manifold and exhaust pipe flanges

o
S

New design:

with reinforcing lugs below induction manifold
. and exhaust pipe flanges
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