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CONCERNS: Cylinder heads of M 4-III and M 6-III engines.

No. m 4-111/25
M 6-I11/23

REASON: Faults in cylinder head replacement at the user s.

TO BE CARRIED OUT AT THE LATEST: During the next cylinder
head replacement.

TO BE CARRIED OUT: by the user.
EXPENSES TO BE BORNE BY: No expenses are incurred.

THE MATERIALS NECESSARY WILL BE SUPPLIED BY: -~

THE LIST OF MATERIALS AND THE WORKING PROCEDURE ARE GIVEN
ON. PAGE No. 2.

ENCLOSURES: -

THE BULLETIN APPLIES FROM: June 25, 1965.
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M 4-III/25
M 6-III1/23

The following working procedure has to be respected when
assembling or replacing the cylinder heads of the M 4-III

and M 6-1II engines at the user s. The Bulletins No.M 4-III/20,
M 6-III/17, M 4-III/23 and M 6-II1/21 hitherto issued are
complemented as follows.

A new gasket is mounted as a rule between the cylinder and
cylinder head at each assembly. This gasket is composed of
asbestos with a metallic coating. It is non-elastically
deformed by tightening the cylinder head. After several

hours in operation this deformation is stabilized due to the
termal expansion of the cylinder and cylinder head. It is,
therefore, necessary to check the tightening torque after

1 or 2 hours of operation. The nuts have to be tightened

by a torque of 2.75 kpm. The nuts be tightened so that the
head bears uniformly against the cylinder;i.e.by alternative-
ly tightening the cross opposing nuts by succesively increasing
the torque up to the prescribed valve.

This working procedure is similar to that used by the manu-
facturer in assembling new engines. After running in a new
engine (for 1 or 2 hours) reassembly folldws, in which the
nuts fixing the cylinder heads are tightened by the prescribed
torque of 2.75 kpm. The gasket between the cylinder and the
cylinder head is neither dismounted nor replaced during this
reassembly.

After 50 hours of operation, the tightening torque is checked
again in a similar way. Further tightening of the nuts in
operation is undesirable - providing that the tightening
torque on a cold engine exceeds 2 kpm.



