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Unification of the regular overhauls of the engine with the re-
gular overhauls of the aircraft.

Obj:cr;

On the basis of the experience in the service operation and for reasons to
carry out the regular overhauls of the engine in the same periods and to-
gether with those of the aircraft the regular overhauls in the part V.
"Attendance and overhauls of the engine" in the manual "Technical description,
service instructions, control and maintenance of the engine MINOR 4-III"

are changed as followsa:

I. Attendance before the first starting
The range of operations and the time of carrying out of ithis attendance
remain in wvalidity,

II. Attendance after the first 10 hours of engine running

The attendance after every 10 hours of engine running is replaced by the
attendance after the first 10 hours of engine running with the follow-
ing range of operations:

1/ Remove, examine and clean oil filters in the engine and in the air-
craft,

2/ Examine the gauze fuel cleaner in the carburetor.

3/ Replace the oil in the engine and in the oil tank.

ITI, Attendance after every 50 hours of engine running

The text ad 1/ is changed as follows:

Carry out all operations according to the previous paragraph "Atten—
dance after the first 10 hours of engine running".

The other points remain in validity.

IV. Attendance after every 250 hours of engine running

———

Instead of the top overhaul of the engine a regular attendance of the
engine after every 250 hours of engine running is introduced. This
attendance can be carried out without dismounting the engine from the
aircraft and has to be performed by experts using the prescribed tools
only.

The range of coperations is the same as for the already prescribed top
overhaul,

Ve Complete overhau; of the engine

The complete overhaul of the engine is carried out on the basis of the
results of the regular attendance after every 250 hours of engine run-—
ning, but not later then after 1000 hours of engine running.

The other points of this paragraph remain in validity.



