OMNIPOL as PRAHA
<=wsE=> ZAVODY JANA SVERMY n. . PRAHA

INFORMATION -BULLETIN No.x 41117

To be recommended. X 6-II1/5

Sheet: No. 1.
Number of sheets: 1

Object: 041 and fuel pressures nd. ol and cylinder hnd ‘temperatures
of the Miner 4~III snd Miner 6-1II enginen,

Reason: Umification of values eof beth engine types with the validity
frem lst November 1959, '

It is recommended: As frem lst FNevember 1959 the lower mentiened pressure
and temperature vilues are valid, it is recommended te
corTect the valuss wentienes im the beeks !

Service instruciions and masintenanee” of Moth enginme
type as follews: “3 )

-oﬁ JTessure: normal pressure 395 = 4 atas
ninizum /emergensy/
Feesure ' 295 s,
0il temperature: :

ainimum temperature for .

the engine test

inles 258 ©

outlet . 3B ¢
normal temperature o

inlet 40 = 10, ¢

outles 50 =80 ¢
maximum .long-peried tem-

Perature ' °
inles 80° ¢
eutlet 90° ¢

Date: J inonice, 25th November 1959,
Berevanskf m.p.

Manufacturer Supplier's Representative
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M 6-II1/5
maximum short-period tem-
perature /10 minutes/
inled 857 ¢
outlet 105 ¢
linder head ¢ under the spark
minizsum temperature at air- o
craft descent 70 co
normal temperature 190 = 220 C
maximum long—peried tem- o
persture 230 C
naximum short—-period tem—
perature /5 minutes/ 250° ¢
Fuel pressure:
minimum pressure 0,05 atm. /for
oil supply by
gravity flow/
normal pressure /for
normal and asrobatie
earbdurettors/ 0,2 = 0,3 atm.
maxinum pressure for a
short period 0,32 atm,

Precaution! The short-period values must not in total exceed § £ of
the engine serviee periocd. The maximum eil temperature
and that ef the oylinder head under the spark plug,
should not be reached at the same time.



