OMNIPOL as PRAHA
<=7=" ZAVODY JANA §VERMY n. p. PRAHA

INFORMATION -BU'.I.ETIN NO.M 6-1II/15

TO be -recommended.

Sheet: No. 1.
Number of sheets: 1le

Object: 1/ Change of clearance of the inlet valve in cold state from origi-
- nal V 0.15mm to V 0,10mm..
2/ Correction of clearance value for the inlet valve as given in the
. manual "Technical description of the 6-III Minor engine.:
qugm; Improvement of operation of the valve operating mechanism of the .
‘ 6~III Minor engine. .
4

It is recommended:
1/ To improve operation of the valve operating mechanism of the
M 6~III engine it is recommended to inspect the clearance of
the inlet valve in cold state during a periodic inspection of
the engine and adjust it to V _0.10 instead of V Oe15mme

2/ Correct. the valuea clearance 6f the valves in cold state as
given in the manual "Pechnical description and instructions
concerning maintenance, adjustment and servicing of the en-
gine", page 14 as followss .

Valves clearance in cold state:.

inlet......... 0e10mm
emustcooi_oo'oo 0-15mm

Caution: The clearance should be‘chagged in cold state at the
inlet valves only. At the exhaust valves the clearance
should remain at 0.15mm,
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