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IT IS NECESSARY TO CARRY 0UT !

Duplicate of the service bulletin :
primarily issued by Zivody Jana Svermy,national corporation,Praha 4.

'Object: " Replacement of the connecting rod of MINOR 6-III engine of ths pro-
duction Nos fram 33650 to 33899.

1 Reasons -In .aircraft service two cases occured of damage of the conmscting rod
: .of.-the- MINCR .6-II1 engines.This demage had been thoroughly investi-
e wuony@ated by the:producer and no defects in the engine design or in the
i oo Production.proper were found. In view of the fact that the comnecting
¢ rod -breskages show the fatigue chu-a.ctor,' measures in the connecting
‘rod production were teken to remove the risk of the internal strewvs.
For this reason the technological process for the heat treatment was
canpleted 80 as to absolutely eliminate the internal stress.
Service:
N ‘The producer on the basis of experience has decided thut all engines
-of prod.Nos fram 33650 to 33899 may be admitted for the airecraft
service up to the total maximum period 100 hours of engive runniné
without the risk fram this reason.
Moasures:
- ‘The producer for the purpose of securing an absolute certainty and
safety of the aircraft sorv;.ce has decided to carry out the replace-

ment of the connucting rods on the engines of prod.Nos from 33650 to
33899.

This replacement can be carried out either by airplane user’s workers
or in case of an agreement with the engine producer by his aerodrome
technical service. For carrying out ths replacement the keeping to

the technological process which forms a part of this bulletin is




M 6-II1/2

Materials
The materiel necessary for the carrying out of comnecting rod re-
Placement, i.e. the comnecting rod and the auxiliary material for
the assembling needs and for the 2nd engine assembling will be
supplied by the producer. vl g

Documentation:
The: connecting rod replacement must be entered in the engine -
log=book. The date of carrying out of ths replacement, the place-
of the replacement and the names of the workers, who carried out
the replacement must be stated. Further are to be entered the values,
obtained at the engine test after the comnecting rod replacement. .

With the material necunry for the connecting rod replacuont will
be suppliod: o

1) The toc!molog:lul procou of tho connecting rod: rephc-ont =
inclnding bmhhy

2) 1ldst of material necessary: for the connecting iod. rephcenont for :

one MINOR 6-III enginee:. ;. .  ,wi... g e Bt o ey

Dats: 22nd March 1958. -

. Signatures

Customer s representative Chief engineer of JS Works
capt. Pospi¥il =m.p. Franc m.p.




