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T IS NECISSARY 10 cARRY 093 !

CONCERKS
REASON. :

. Electric starters P 320 mounted on ¥ 6-III engines. -

0il leakage from the starter mechanisam into.the:

: atartor, olcctronotor and rcsulting faulta of bmshes

and comtator.

Check of bmahes 'and commutator ia ehctrmtor, AR
imodiatel,y or at nearest convenience.

i CARRIED OUT BY: Operator.

;when the stai-ter has been :dismounted and - stored 1n
.-~ the above: position. To check whether this ‘i3 s6;" or
_._-.}whethex- the.starter has. ‘been put .into ‘this" poait:.on’
.,durmg handl:mg, _at the ear11est ‘convenience™ remove
. the . cover:mg ateel belt from the body -of the P’ 320 °

COSTS CARRIED BY: No coats will arise.

CHECKING PROCEDURE: R

. Tests have shown, that the oil lubdricating the s-tarter
.nochanian (approximately 30 cu. cm volume) ‘can-"leésak
into.the

o ':,bcen st 'red over:longer periods A vertxcal os::hbn

tarter electromotor, if the start-er has-

"c'_tronotor at the botto-. This ‘may. fhappenf'

starter.and check visually the condition of rushes

. and -of the commutator. To remove the belt unscréw:- - - ~-

the belt tightening screw. The commutator must be
clean, without any traces of 0il; the brushes and
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brush holders must also be free of any traces of oil, If the

check has proven satisfactory, replace the covering belt and

proceed to operate the starter in the normal way.

Should traces of 011 appear on the commutator or on brushes,
dlsmount the electromotor, disassemble and clean 1t or ir

preferred, send the starter to a- speclalized engxne shop for‘:

check out ang maintenance.

Please .note, that a .dismounted starter must. not be stored’

B vertlcally w1th electromotor at the bottom. The correct.

storing p031t10n of the starter is vertical, w;th electro-
motor at the top, or horizontal.
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