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IT IS NECESSARY TO CARRY 0UT ! Sheot No: 1

Concerning : M 6-III engines: Oil leaksge between cylinders and crankcase
Cause : ‘Decrease in prestress of cylinder head clamp bolts
" Measures ‘
~:.%o.be takens . With some M 6-III engines, especially with some new ones,
« -untightness between cylinders.and crankcase was revealed; in.
~8uch.caaes - the following operations should be carried -out at
the earliest opportumity:

[ : +» : Dipmantle. the suction tubing with carburettors, remove: the
deflectors on the cylinders and the air sink to gain access to
the. cylinder head nuts. On cylinders where untightness was most-
1y evidenced loosen the nuts enough to be able to check the
gasket between the cylinder and the crankcase. Damaged gaskets
must-be-replaced after the removal of the head 'and of the cy-
linder: according to the procedure described in the engine book
in the.chapter dealing with partial inspectione The metallo-
plastic gasket in the cylinder head is not to be replaced, on -
the: contrary it is desirable to keep in-its place the original
one, undamaged. After reassembling the dismantled cylinders

. according: to the instructions in the above-mentioned engine

book; tighten successively with a wrench all the nuts of all
the cylinders, limiting the torque to 3.0 kpme

It is recommended that, on this occesion, the washers under
the nuts be turned with their chamfered edge towards the cy-
linder head and not towards the nut. In this way the bearing
is improved. .

After tightening all the nuts to a torque of 3 kpm wait half
an hour at least until the plastic deformations of the gasket
are stabilized.
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Then loosen the nuts, one_after another, by approximately 90° and

retighten them to a torque of 2.5 kpm.

The nut must fit the bolt thread, have an easy run and an adequate
play, the thread must be greased, best with colloidal graphite or
graphite grease to prevent friction in the thread reducing the
force of the bolt prestress.

It is recommended to check at the same time, whether the studs to
the cylinders are not loosened in the crankcases If any deficiency
is detected, the manufacturer of engines is to be :requested to'send
an expert for a check or a specisl repair.

To be carried

out : by the engine manufacturer on user s request
Expenses : to be covered by the engine manufacturer
Applicability

of this

bulletin : Immediately on receipt.
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