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-Object:Making uniferm the overpressure value before the carburettor of

the fuel delivered by the 2M-50 pump, for both the normal type
;. and -acrobatic carburettors with enlarged ﬂoat chamber /WA5-6-2,
W45-AK-6-Z/ on the Minor 6-III engine.

-Tespect to the resistance of the ‘discharge jet, when replac:.ng‘ thef’
initial normal-type carburettor or the acrobatic one /W45-I,
W45-4K/, by the new carburettor with enlarged float chamber
/W45=6=2, W45=pK-6-2/.

lt is recommended:-
: - Check over the overpressure before the carburettor of the fuel

delivered by the 2M-50 pump when replacing the initial car-
burettor /W45-I, W45-AK/ by the carburettor with enlarged float
chamber /W45-6~Z, w45-.uc-6-z/

The spec:.f:.ed overpressure before the carburettor of the fuel
delivered by the pump:

for the ini't;al carburettors: ,
W45-I normal type =~ 052 = 0,28 kg/om?, at jdling
speed up ‘to 0,30 kg/om” -
WA5-AK acrobatic modification 0,22 - 0,30 kg/em
for the carburettors w:.th enla.rged float chamber-

W45-6-Z normal type .

W45-AK-6-Z acrobatic type 0,20 - 0,30 kg/cm

Notes If, by checking, it has been found out that the fuel pump gives
the preasure inferior to that indicated by the specified range
for the individual carburettor types, it is necessary to replace
the 2M-50 fuel pump by a new one. In case the pump gives a
pressure superior to that indicated in the deseription, it is
no drawback.
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