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“~@a) The -PAL magnetoes, Model LUN 2221, 13, Part Nos:.

CONCERNS: Substitution of Scintilla Ignition Magnetoes by PAL Magnetoes,

Model LUN 2221.13, on the M 6-III Type Aeroengines.

The Manufacturing Works Scintilla Cos will no more-produce: the
model of ignition magnetoes used in air service of the M 6-<III
aeroengines.

Any defective- Sclhtllla ignition magnetoes, each .separately-or
both. the magnetoes at .once, are to be replaced with. substantive:
PAL magnetoes.fz,. R T

1) When replacing .a- defectlve Scintilla ignition: magneto provi-
ded with’ a break~off coupling, Part No. OBF 6R 701 “Z.:170 {or. -
the primary design, Part No. OAF 6R 602 Z 170 ‘or AVK -6-Z2).-.

.. with a PAL ignition magneto, it is necessary to.fit addition-
ally:a start-signalling buzzer, Part No. LUN 2231, into .the -
ignition. circuit of the :engine. and to replace :the - startermo-
tor switch pushbutton (see Bulletins Nos. 2 226(12&)/25,

Z 326/71 and Z 526/42). . = . . :

2) When. replacing, -however, a defective ignition: magneto witheut s b

- - any 'break<off: coupling, Part No. OBF 6R 501 'Z.170::(or: the priau‘.

- mapy:-design,iPart No. OAF ‘6R 402 Z '170, or NVK:6:Z2) with.a.: . -

wPALnignition: magneto. no start-signalling buzzer'is‘tumbe fit-gv

*“ortant%ﬁatgg;:;

g 744.&1‘&‘13 K
any case-supplied together with the magneto drive:bewel.: gear:
- wheel as:the mate-drilling of the bevel gear- wheel ‘has.to be::
carried out by means of 'a special fixture, SRR
b). Before:going: to.use in service.the PAL ignition: magnetoes,thev
ignition cable ‘terminals to be :fitted in the magnetoes: have L
to -be: serviceahly adapted so as .instructed in. fig.‘l. LAl

) TO BE CARRIED OUT- By the..commercial .users of ‘the above. mentioned magndbes ;

‘(see. the "Procedure of Mounting Operations" specified ‘in-this &
BlIlletin) .

'COSTS TO BE COVERED: By the commercial users of the ignition magnetoes.
MATERIAL: The material needed for a replacement of the magnetoes will be

supplied on presentation of a separate order.

1) For replacement of each ignition magneto, Part No. OBF.6R 501
Z 170, not provided with a break-off coupling (or a magneto of
the primary design) will be supplied:

1 pc. PAL ignition magneto assy., Part No. Sh 0744
6 pcs. component part . . No., 102 1151
6 pcs. component part . . No. 102 1081
6 pcs. component part . . No. Sc¢ 7433
6 pcs. component part . . No. Sc¢ 7432
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All these parts will be supplied by the Manufacturing Works
of the M 6-III aeroengines.

2) For replacement of each ignition magneto, Part No. OBF 6R 701
4 170, provided with a break-off coupling (or a magneto of
the primary design) will be supplied:

1 pc. PAL ignition magneto assy., Part No. Sh 0744
1l pc. Start-signalling buzzer, Part No. LUN 2231
6 pcs. component part . . . . . . » No. 102 1151
6 pcs. component part . . . . . No. 102 1081
6 pcs. component part . . . . . No. Sc¢: 7433
6 pcs. component part . . . . . No. Se 7432

All these paris will be supplied by the Manufacturing Works
of the M 6-III aeroengines.

3) The .fixing screws, ignition cables and the pushbutton- type -
switch according to Bulletins Nos. Z 226(126)/25, 2 326/71
and Z.526/42 will be supplied by the aeroplane- fuselage Manue.
facturers on presentation of a separate order, too. :

4) When replacing both the ignition magnetoes-at once it is ne-
'+ cessary to order ‘all the materials: stated under points: l)and
2) together. i

PROCEDURE OF MOUNTING OPERATIONS: A P o o
- ~-.a) The ‘ignition magnetoes to be replaced should be dismounted o A
... so0.as’ instructed in the "Operator's Manual" of the M 6<III: -/
P , ;.;Aeroengine -in -the -passage "Disassembly - of Engine Into Sepa- PR
i .. .. rate Subassemblias and Component Parts". = ::: . : a;gg £ B
b) The:ignition cable terminals:are- serviceebly adapted ‘50:as:
instructed in fig. 1. i vy
i Prior:to this adapting operation the ignition cable screen<; ... -
.;ing has to-be- shortened (cut-off) by 15 . millimetres. ‘Then. :

' i.:ductorS‘soldered onto the contact plate, Part Nb. 502-0904.27”;
?ﬂ-Note~ The component parts Nos. 402-0760.36; 502-4200,74,: y .- ¢

. each PAL magneto. . o
¢) The reassembly is to be carried out so ‘as instructed in the:v;;.
N "Operator’s Manual® of the M 6-III. aeroengine in: the. passaga £
"Reassembly of Engine". :
Pay a careful attention to the correct basic operating adjust-
ment of the engine ignition advance and adjustment of the spe-
cified gearing backlash of the ignition magnetoes.

Praha, 13. 6. 1975

M. Adamec m.p. 'Ing. B. Homola m.p.
Manufacturers' Representative " Customer’s Representative
Ing. P. Hfla m.p. | Ing. F. Hiva m.p.
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+502-7211.82 .and 502-0904.27 ‘are supplied together with PR
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- Anlass-Signalsummer

- Start-signalling buzzer .
zundmagneten-Umschlater

- Change-over switch of ignition
magnetoes.
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PREPINAE MAGNET
Pig. 1 - Adaptation of ignition Abb. 1 - Zurichtung der
. cable terminals "Zﬁndkabelendverschlﬁsse
1 - Mode of conductor soldering 1 — Auflotungsweise des. Leiters
Fig. 2 - Wiring diagram of PALAX Abb. 2 - Schaltplan der Zzundmagnete
ignition magnetoes, model PALAX von Bauart LUN 2221.13
1 - L.H. side magneto LUN 1 - Zundmagnet links
2 - R.H. side magneto 2221.132 - Zundmagnet rechts
3 - Accumulator (battery) 3 - Akkumulatorenbatterie
4 - Pushbutton switch 4 - Druckknopfschalter
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